AQUA GOLD
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Aqua Gold Prime
· 50% renewable content
· Enhanced colour generation on timber species
· Extended open time but fast dry time
· Excellent sanding performance.
· Low VOC formulation 

TYPICAL PROPERTIES											
Appearance;			Milky white, translucent
Solids					25%
Density				0.95
Viscosity				55 cPs (25°C)
pH					6.5
Volatile Organic Content Wt %	10%

APPLICATION PROPERTIES										
Recoat time				60 mins @25°C
Dry Time:							
Coverage:				10m² per litre
Gloss Level 60° Specular		na
Wash up:				Water
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CAUTION: Read carefully instructions on side panel.


FOR TIMBER FLOORS
Enhances the natural timber colouration
Reduces Tannin bleed
Compatible with all Aqua Gold finishes
Fast drying time
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AQUA GOLD HD  PRIME
PRODUCT DESCRIPTION: Aqua Gold Prime is a high quality single component 
COMMERCIAL waterborne sealer formulated for enhanced colour generation on timber 
floors. Aqua Gold Prime has excellent sandability, plus an extended open time but 
short dry time, permitting flexible application periods but retaining excellent sanding 
performance. Aqua Gold Prime exhibits excellent levelling and drag properties for ease 
of application just like its solvent based counterpart. This low odour formulation makes it 
ideal for places where a minimum of smell is allowed.


FLOOR PREPARATION: Punch down all nails and fill all holes with suitable water-based 
filler. Allow to dry. Sand the floor to a flat finish using three grades of paper; coarse, 
medium then fine paper. Vacuum off all dust after sanding has been completed.


MIXING: Aqua Gold Prime must be stirred prior to application. Pour the contents into an 
open tray. Apply coating using 9mm or 10mm nap roller or applicator. Use a quality brush 
to cut into the corners and edges. Apply Aqua Gold Prime evenly, do not allow coating  to 
form puddles as this may change colour of the wood in these areas. Cut back the raised 
grains with 150 grit screenback or finer. Apply Aqua Gold Prime such that the usage is 
approximately 1L per 10m2.


Do not return Aqua Gold HD from tray back into container. 
Wash up application equipment immediately after use.


CLEAN UP:		  WATER


DRYING:		  40 minutes to touch dry*


RECOAT:		  2-3 HOURS*


LIGHT SANDING:	 2-3 HOURS*


THROUGH DRY	 5 DAYS*


USAGE:		  8-12m2/Litre


* (depending upon relative humidity, air circulation, temperature and film thickness)


APPLICATION: New timber or cork applications:


FOR DOMESTIC:  Aqua Gold Prime, 2 coats of Aqua Gold HD.  
For commercial: Aqua Gold Prime, 3 coats of Aqua Gold HD. 
NB: Sealers suitable for Aqua Gold HD include Aqua Gold Prime.


WET EDGE: Aqua Gold HD has been specifically developed for Australian Conditions. 
This product has very good wet edge properties, provided that the coating has been 
applied correctly (1L per 10m2). The thinner the wet film, the worse the wet edge will 
become. Aqua Gold Wet Edge Extender is strongly recommended to be used during 
hotter months of the year.


FIRST AID DIRECTIONS: If poisoning occurs, contact a doctor or Poisons Information 
Centre (Ph No: 13 11 26). If swallowed do NOT induce vomiting – give a glass of water.  
If in eyes, hold eyes open, rinse with water for at least 15 minutes and see a doctor.  
If skin contact occurs wash skin thoroughly with soap and water.
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